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	ELECTROLITE
	LOONG
	
	LOONG
	

	Capacity
	
	2200mAh
	
	2250mAh
	
	2250mAh
	

	No of cells
	
	3S
	
	3S
	
	3S
	

	"C" rating
	
	22C
	
	20C
	
	25C
	

	Age
	
	New
	
	New
	
	New
	

	RESULTS
	

	Discharge "C" Rating
	
	20C
	
	20C
	
	20C
	

	Discharge current in Amp
	44A
	
	44A
	
	44A
	

	Start Temperature deg cent.
	25deg C
	
	25deg C
	
	24deg C
	

	No-load Voltage
	
	12.54V
	
	12.50V
	
	12.55V
	

	Voltage at 15 secs.
	
	9.90V
	
	10.28V
	
	10.88V
	

	Voltage at 50% discharge
	9.71V
	
	10.45V
	
	10.56V
	

	Temp. at 50% discharge
	55deg C
	
	49deg C
	
	41deg C
	

	Temp. at end discharge
	76deg C
	
	74deg C
	
	61deg C
	

	Actual mAh delivered
	
	1721mAh
	
	2055mAh
	
	2139mAh
	

	% of rated mAh
	
	78.20%
	
	91.30%
	
	95.10%
	

	Actual Watt.hours del.
	16.4WH
	
	20.9WH
	
	21.9WH
	

	% of rated Watt.hours
	67.10%
	
	83.70%
	
	87.70%
	

	

	ESR in milliohms @ 25*C
	50 milliohms
	26 milliohms
	24 milliohms

	

	NOTES
	

	(1)  Discharge is precise, controlled constant current
	

	(2)  Pack is in temperature controlled environment at start temperaure.
	

	(3)  ESR is measured at 25deg.cent with controlled 40A pulse and sample and hold volts

	(4)  Rated Watt.hrs is Nominal Volts x Amp.hrs. eg 11.1V x 2.20Ah = 24.42 W.hrs.
	

	and "Actual Watt.hrs. delivered" is the true measure of stored energy
	
	


